The bottom sash of this office window is a newer replacement. Lead based paint removal is not required from this sash. This sash will be removed and replaced due to wet rot.

These aluminum storefronts require NO removal of lead paint.

The highlighted area which encompasses window infill and removal of lead paint.

These two aluminum storefronts require NO removal of lead paint; they will instead be replaced with new clad windows to match those original to the building.

NORTH FACADE:
WITH THE EXCEPTION OF ONE WINDOW SASH HIGHLIGHTED YELLOW HERE, ALL WINDOWS AND THEIR ASSOCIATED, PAINTED TRIM WILL REQUIRE THE REMOVAL OF LEAD BASED PAINT, GLAZING COMPOUNDS AND EXTERIOR SEALANTS. THIS WILL INCLUDE THE REMOVAL OF ALL LEAD BASED PAINT FROM THE ROOF DORMER WINDOWS AND EACH DORMERS' WOOD PILASTERS, CORNICE, GABLE, FASCIA AND OTHER DORMER COMPONENTS WHICH ARE CURRENTLY PAINTED. SIZES OF EACH WINDOW TYPE INDICATED CAN BE FOUND ON SHEET AA4.1

SOUTH FACADE (WEST END):
WITH THE EXCEPTION OF THOSE LOCATIONS HIGHLIGHTED YELLOW HERE, ALL WINDOWS ON THIS FACADE AND THEIR ASSOCIATED, PAINTED TRIM WILL REQUIRE THE REMOVAL OF LEAD BASED PAINT, GLAZING COMPOUNDS AND EXTERIOR SEALANTS. THIS WILL INCLUDE THE REMOVAL OF ALL LEAD BASED PAINT, GLAZING COMPOUNDS AND EXTERIOR SEALANTS FROM THE ROOF DORMER WINDOWS AND EACH DORMERS' WOOD PILASTERS, CORNICE, GABLE, FASCIA AND OTHER DORMER COMPONENTS WHICH ARE CURRENTLY PAINTED. SIZES OF EACH WINDOW TYPE INDICATED CAN BE FOUND ON SHEET AA4.1

SOUTH FACADE (EAST END):
WITH THE EXCEPTION OF THOSE LOCATIONS HIGHLIGHTED YELLOW HERE, ALL WINDOWS ON THIS FACADE AND THEIR ASSOCIATED, PAINTED TRIM WILL REQUIRE THE REMOVAL OF LEAD BASED PAINT, GLAZING COMPOUNDS AND EXTERIOR SEALANTS. THIS WILL INCLUDE THE REMOVAL OF ALL LEAD BASED PAINT, GLAZING COMPOUNDS AND EXTERIOR SEALANTS FROM THE ROOF DORMER WINDOWS AND EACH DORMERS' WOOD PILASTERS, CORNICE, GABLE, FASCIA AND OTHER DORMER COMPONENTS WHICH ARE CURRENTLY PAINTED. SIZES OF EACH WINDOW TYPE INDICATED CAN BE FOUND ON SHEET AA4.1

EAST FACADE:
WITH THE EXCEPTION OF THOSE AREAS HIGHLIGHTED YELLOW HERE, ALL WINDOWS ON THIS FACADE AND THEIR ASSOCIATED, PAINTED TRIM WILL REQUIRE THE REMOVAL OF LEAD BASED PAINT, GLAZING COMPOUNDS AND EXTERIOR SEALANTS. THIS WILL INCLUDE THE REMOVAL OF ALL LEAD BASED PAINT FROM THE ROOF DORMER WINDOWS AND EACH DORMERS' WOOD PILASTERS, CORNICE, GABLE, FASCIA AND OTHER DORMER COMPONENTS WHICH ARE CURRENTLY PAINTED. SIZES OF EACH WINDOW TYPE INDICATED CAN BE FOUND ON SHEET AA4.1

NORTH FACADE:
WITH THE EXCEPTION OF ONE WINDOW SASH HIGHLIGHTED YELLOW HERE, ALL WINDOWS AND THEIR ASSOCIATED, PAINTED TRIM WILL REQUIRE THE REMOVAL OF LEAD BASED PAINT, GLAZING COMPOUNDS AND EXTERIOR SEALANTS. THIS WILL INCLUDE THE REMOVAL OF ALL LEAD BASED PAINT FROM THE ROOF DORMER WINDOWS AND EACH DORMERS' WOOD PILASTERS, CORNICE, GABLE, FASCIA AND OTHER DORMER COMPONENTS WHICH ARE CURRENTLY PAINTED. SIZES OF EACH WINDOW TYPE INDICATED CAN BE FOUND ON SHEET AA4.1

These two aluminum storefronts require NO removal of lead paint; they will instead be replaced with new clad windows to match those original to the building.
WEST FACADE: ALL WINDOWS ON THIS FACADE AND THEIR ASSOCIATED PAINTED TRIM WILL REQUIRE THE REMOVAL OF LEAD BASED PAINT, GLAZING COMPOUNDS AND EXTERIOR SEALANTS. THIS WILL INCLUDE THE REMOVAL OF ALL LEAD BASED PAINT, GLAZING COMPOUNDS AND EXISTING WEATHERSTRIPPING AT THE TIME OF ABATEMENT. OTHER LEAD BASED PAINT REMOVAL ON ALL SURROUNDING DORMER CONSTRUCTION AT THIS WINDOW WILL STILL OCCUR.

SEVEN (7) TYPE A WINDOWS WILL REQUIRE LEAD BASED PAINT REMOVAL, INCLUDING WIDOW SASHES, TRIM; +, GLAZING COMPOUND REMOVAL; SEALANT REMOVALS ETC. IN ADDITION TO LEAD BASED PAINT REMOVAL FROM ITS SURROUNDING DORMER CONSTRUCTION.

FOUR (4) TYPE M WINDOWS WILL REQUIRE LEAD BASED PAINT REMOVAL, INCLUDING WIDOW SASHES, TRIM; +, GLAZING COMPOUND REMOVAL; SEALANT REMOVALS ETC. IN ADDITION TO LEAD BASED PAINT REMOVAL FROM ITS SURROUNDING DORMER CONSTRUCTION.

ONE (1)) TYPE M WINDOW WILL REQUIRE LEAD BASED PAINT REMOVAL, INCLUDING WIDOW SASHES, TRIM; +, GLAZING COMPOUND REMOVAL; SEALANT REMOVALS ETC. IN ADDITION TO LEAD BASED PAINT REMOVAL FROM ITS SURROUNDING DORMER CONSTRUCTION.

ONE (1) TYPE I WINDOWS WILL REQUIRE LEAD BASED PAINT REMOVAL, INCLUDING WIDOW SASHES, TRIM; +, GLAZING COMPOUND REMOVAL; SEALANT REMOVALS ETC.

SIX (6) TYPE H WINDOWS WILL REQUIRE LEAD BASED PAINT REMOVAL, INCLUDING WIDOW SASHES, TRIM; +, GLAZING COMPOUND REMOVAL; SEALANT REMOVALS ETC.

SIX (6) TYPE L WINDOWS WILL REQUIRE LEAD BASED PAINT REMOVAL, INCLUDING WIDOW SASHES, TRIM; +, GLAZING COMPOUND REMOVAL; SEALANT REMOVALS ETC.

ONE (1) TYPE J WINDOWS WHICH WILL REQUIRE LEAD BASED PAINT REMOVAL, INCLUDING WIDOW SASHES, TRIM; +, GLAZING COMPOUND REMOVAL; SEALANT REMOVALS ETC. IN ADDITION TO LEAD BASED PAINT REMOVAL FROM ITS SURROUNDING DORMER CONSTRUCTION.

TWO (2) TYPE F WINDOWS WILL REQUIRE LEAD BASED PAINT REMOVAL, INCLUDING WIDOW SASHES, TRIM; +, GLAZING COMPOUND REMOVAL; SEALANT REMOVALS ETC. TWO WILL NOT.

SEVEN (7) TYPE C WINDOWS WILL REQUIRE LEAD BASED PAINT REMOVAL, INCLUDING WIDOW SASHES, TRIM; +, GLAZING COMPOUND REMOVAL; SEALANT REMOVALS ETC. TWO TYPE C WINDOWS SHALL BE REPLACED WITH NEW CLAD WOOD WINDOWS.